eMS

C ABLE

Technical Documents

aMS

C ABLE

Zhengzhou ZMS Cable Co., Ltd

Add.:(Changzhuang Village) Fumin Road, Zhongyuan
District, Zhengzhou City, Henan Province, China.
Tel.: 0086-371-6782 9333
Fax: 0086-371-6782 9222

www.zmscable.com
Add: (Changzhuang Village) Fumin Road, Zhongyuan District, Zhengzhou City, Henan P.R.C., China / Code: 450042
Tel.: 0086-371-67829333 / Fax: 0086-371-67829222
* ZMS--- TRANS MORE *



eMS

C ABLE

Product Specification

Type: ADSS-AT 12B1.3-150M-1

ID: A2012021

Standard: DL/T 788 & IUT-T G.652D:
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Type of fiber G.652D
No. of fiber 12

No. of Tube 3

No. of fiber/tube 4

Cable Performances

Fiber attenuation

Fiber color blue/orange/green/natural
Tube color blue/orange/green
Cable diameter 11.0mm
Cable sectional area 95mm?2
Cable weight 98kg/km
ZMS-ADSS-AT 12B1.3-3kN-Year-Meter or as per
Cable print customer requirement

—

1310nm=0.35dB/km1550nm=<0.21dB/km

RTS 6300N
MAT 2550N
EDS 2000N
Min. statics bending radius 165mm

Min. dynamic bending radius 275mm
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Young modulus 4. 91GPa

Thermal expansion coefficie [2. 91E-05

Installing temperature -10°C™+50°C

Operating temperature -40°C"+70°C
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